STOBER

GENERAL PURPOSE Lubricant Quantity — Mounting Position MUST be Specified.

Lubrication Quantity
Series — Offset Helical

n FII

MOUNTING POSITION

UNIT EL2 EL3 EL4 EL6
0zs. liters 0zS. liters 0zS. liters 0zS. liters 0zs. liters 0zS. liters

F102 23.7 0.7 27.0 0.8 23.7 0.7 23.7 0.7 30.4 0.9 23.7 0.7
F202 47.3 1.4 60.8 1.8 40.6 1.2 40.6 1.2 71.0 2.1 54.1 1.6
F203 67.6 2.0 74.3 2.2 47.3 1.4 47.3 1.4 76.0 2.25 64.2 1.9
F302 74.3 2.2 84.5 25 67.6 2.0 67.6 2.0 101.4 3.0 67.6 2.0
F303 94.6 2.8 104.8 3.1 7.7 2.3 7.7 2.3 116.6 3.45 7.7 2.3
F402 101.4 3.0 121.7 3.6 94.6 2.8 94.6 2.8 155.4 4.6 101.4 3.0
F403 138.5 4.1 131.8 3.9 101.4 3.0 101.4 3.0 167.3 4.95 118.3 35
F602 179.1 53 202.8 6.0 162.2 4.8 162.2 4.8 256.8 7.6 185.9 55
F603 250.1 7.4 236.5 7.0 182.5 54 182.5 54 273.7 8.1 219.6 6.5
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